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§63.1175 40 CFR Ch. | (7-1-11 Edition)
Reference AppF))Ilaens éOC%”b' Explanation

63.6 (h) NO e Subpart CCC does not contain an opacity or visible
emission standard.

63.6 (i)—(j) .. Yes.

63.7-63.9 ... . Yes.

63.10 (a)—(C) ....... Yes.

63.10 (d) (1)-(2) .. Yes.

63.10 (d)(3) .cveneeeee NO e Subpart CCC does not contain an opacity or visible
emission standard.

63.10 (d) (4)—(5) .. Yes.

63.10 (€)—~(f) ...eo..... Yes.

63.11 . NO o Subpart CCC does not require the use of flares.

63.12-63.15 ......... Yes.

Subpart DDD—National Emission STANDARDS

Standards for Hazardous Air
Wool

Pollutants for
Production

SOURCE: 64 FR 29503, June 1, 1999, unless

otherwise noted.

§63.1175 What is the purpose of this

subpart?

This subpart establishes national
emission standards for hazardous air
pollutants emitted from existing, new,
and reconstructed cupolas and curing
ovens at facilities that produce min-

eral wool.

§63.1176 Where can I find definitions

of key words used in this subpart?

The definitions of key words used in
this subpart are in the Clean Air Act
(Act), in §63.2 of the general provisions
in subpart A of this part,
§63.1196 of this subpart.

§63.1177 Am I subject to this subpart?

You are subject to this subpart if you
own or operate an existing, new, or re-
constructed mineral wool production
facility that is located at a plant site
that is a major source of hazardous air
pollutant (HAP) emissions,
the plant emits or has the potential to
emit any single HAP at a rate of 9.07
megagrams (10 tons) or more per year
or any combination of HAPs at a rate
of 22.68 megagrams (25 tons) or more

per year.

and in

meaning

§63.1178 For cupolas, what standards
must I meet?

(a) You must control emissions from
each cupola as follows:

(1) Limit emissions of particulate
matter (PM) from each existing, new,
or reconstructed cupola to 0.05 kilo-
grams (kg) of PM per megagram (MG)
(0.10 pound [1b] of PM per ton) of melt
or less.

(2) Limit emissions of carbon mon-
oxide (CO) from each new or recon-
structed cupola to either of the fol-
lowing:

(i) 0.05 kg of CO per MG (0.10 1b of CO
per ton) of melt or less.

(ii) A reduction of uncontrolled CO
emissions by at least 99 percent.

(b) You must meet the following op-
erating limits for each cupola:

(1) Begin within one hour after the
alarm on a bag leak detection system
sounds, and complete in a timely man-
ner, corrective actions as specified in
your operations, maintenance, and
monitoring plan required by §63.1187 of
this subpart.

(2) When the alarm on a bag leak de-
tection system sounds for more than
five percent of the total operating time
in a six-month reporting period, de-
velop and implement a written quality
improvement plan (QIP) consistent
with the compliance assurance moni-
toring requirements of §64.8(b)-(d) of 40
CFR part 64.

(3) Additionally, for each new or re-
constructed cupola, maintain the oper-
ating temperature of the incinerator so
that the average operating tempera-
ture for each three-hour block period
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